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4-WHEEL ELECTRIC FORKLIFT

"Pictured here with optional non marking tyres."
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1, Performance
Drive Motor
1, Advanced AC drive motor has high traction power and driving dynamics, whether on uneven ground 

or when working on ramps.
2, The maintenance-free and highly efficient AC motor (dust and water jet protected) guarantees a long 

battery operating life.
3, Two independent, double heavy duty, drive unit gears are constantly lubricated in an oil bath, is quiet 

and reliable, thus providing years of trouble-free service.
AC Controller (ZAPI-made in Italy)
1, Regenerative braking charges the battery, increasing stored power even while operating.
2, AC technology on traction and lifting allows the truck to work more reliably and for longer shifts.
3, The intelligent programmable LCD can display the fault code, keeping the operator and service 

engineer aware of any problems, speed up servicing and help prevent damage.
Brake
1, Maintenance-free braking system makes braking safe, comfortable and durable.
2, Motor brake for regenerative braking during deceleration.
3, Automatically engaging parking brake for secure stopping, even on ramps.
4, Long service life of wet disc brake.
Hydraulics
1, Powerful UK made AC hydraulic motor provides high torque for rapid but smooth-and controlled-lifting 

and lowering.
Steering System
1, The main hydraulic pump delivers on-demand power steering only when steering is required, 

making for low battery consumption.
2, Two drive motors matches to the controller to deliver smooth steering at all angles, this helps the truck 

to accelerate, turn and manoeuvre even from a full turn start position.
Mast
1, High strength steel mast sections with combined mast rollers are constructed for low mast deflection 

and high rigidity.
2, Cylinders are placed behind the rails to create a wide view.
3, Flow limiting control valves regulate carriage lowering speed, even in the event of a hose failure.
4, Full I-section mast channel provides maximum section strength.
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2, Operability, Ergonomics & Safety
1, Spacious operator compartment.
2, Large steering wheel tilt angle adjustment.
3, Dual power steering motors ensures light operation.
4, Ergonomically designed control levers, situated closer to the operator for easy reach.
5, Logical layout of instrument panel enables the operator to easily be aware of the truck’s status. 
6, Roomy pedal area, long unique, low handrail design, enables the operator to mount and dismount 

easily and safely.
7, Ergonomically designed easy-grip handrail also makes it safer when reversing the truck.
8, Spacious and comfortable sports seat with side bolsters.
9, Large arc rear-view mirror with wide view.
10, Wide view mast increases operation efficiency.
11, Emergency stop button is right beside operator’s hand, therefore it can be immediately cut off in 

shortest time.
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53

3, Serviceability

1, Reasonable layout of driving motor, pump motor and brake pedal, optimized oil pipe arrangement and 
easily removed footrest, makes it easy to test, repair and replace.

2, Easily removed side frame cover of battery box, makes maintenance easier for the battery.

3, Easy access to brake fluid reservoir for replenishment when necessary.

4, The AC Drive Motor is brushless and highly reliable, therefore drastically reducing maintenance time 
and labour.

5, High quality American AMP connectors, prevents moisture and contaminants from interrupting truck 
operation in all environments, plus all the wires and cables are reliably protected and fixed this greatly 
reduces electrical error.

6, The pedal board opens without the need for tools making it easy to check the drive motor, cabling, 
hosing, etc.
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4-Wheel Electric Forklift Specification ฟอร์คลิฟท์ไฟฟ้า รุ่น � ล้อ
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Lifting height ความสูงสูงสุดงายก

Free lifting height ระยะfreeของงายก
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Tyre ยาง

Tread(Front/Rear) ระยะจากล้อซ้าย-ขวา (หน้า/หลัง)

Wheelbase ระยะระหว่างดุมล้อหน้า-หลัง

Working aisle width with
pallet(Ast) ขนาดพื�นที�ปฎิบัติงาน

Motor มอเตอร์

Operating pressure แรงกดที�มีต่ออุปกรณ์เสริม

for attachment

Noise level ระดับเสียง

Battery weight include
box (STD Battery)

Controller  ระบบการควบคุม

kg
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3.0-3.5t FV series mast: (pneumatic)

wide view full 3-stage mast

wide view full 2-stage mast

Wide view mastWide view mast

wide view full 2-stage mast

wide view full 3-stage mast

Note:With sideshifter minus 200Kg, with integral sideshifter minus 150Kg.
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MALAYSIA
SELANGOR : Lot 4934, Batu 5¾, Jalan Meru, 41050 Klang, Selangor Darul Ehsan, Malaysia.   Tel: (6) 03-3392 3813 (HL) Fax: (6) 03-3392 1344 /8050 H/P: (6) 016-213 3301 
JOHOR : No. 42, Jalan Ros Merah Dua/2, Taman Johor Jaya, 81100 Johor Bahru, Johor, Malaysia.   Tel: (6) 07-355 0030 (HL) Fax: (6) 07-355 0085 H/P: (6) 016-711 1434
PENANG : No. 4617 & 4618, Jalan Chain Ferry, 12100 Butterworth, Penang, Malaysia.   Tel: (6) 04-333 3160 (HL) Fax: (6) 04-333 3172 H/P: (6) 016-213 3616 

THAILAND
SAMUTPRAKARN : 888/51 Soi Yingcharoen, Moo 19, Bangplee -Tamru Road, Bangpleeyai Sub District Tel: (66) 02-174 7040 (HL) Fax: (66)02-174 7043 H/P: (66) 08-3115 2002
  Bangplee, Samutprakarn 10540, Thailand.
AYUTTHAYA : 168/17-20 Moo 3, Sai Asia Rd., Klongsuanplu Sub District, Ayutthaya 13000, Thailand Tel: (66) 03-533 5696 (HL) Fax: (66) 03-533 5699 H/P: (66)08-3115 2002
E-mail : sales@banngai.com

BAN NGAI ENGINEERING SDN BHD  (192894-T) 

BAN NGAI ENGINEERING (THAILAND) LTD. Reg. No. 026130

Web Site : www.banngai.com
                  www.superform.com.my 

4-WHEEL ELECTRIC FORKLIFT




