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Hand Pallet Trucks
รถยกลากพาเลท

• Stainless steel grade 304 as standard. 
Grade 316 (marine grade stainless) 
available as an option.

• All parts are stainless steel including 
hydraulic pump, chassis frame, push rods, 
bearings, pins, bolts, etc.

• ‘Anti-Impact’ feature lowers fully loaded 
trucks gently even when release valve lever 
is completely squeezed.

• Tapered fork ends and fork tip rollers 
facilitate entry/ exit of pallets. 

• Suitable for use in meat and other food 
industries, dairy canning and areas where 
corrosive acids and saline solutions are 
used.

*  Nylon wheels recommended only.

model รุ่น  ac2000ssn  ac2000ssW

Capacity น้ำหนักบรรทุก kg  2000 

Overall Forks Width ความกว้างยกงาทั้งหมด mm 520  685

Fork Length ความยาวงายก mm 1150  1220

Min. Fork Height ความสูงขั้นต่ำงายก mm  85 

Max. Fork Height ความสูงสูงสุดงายก mm  200 

Steering Wheel ล้อบังคับเลี้ยว mm  Ø 200 x 50W 

Load Wheel ล้อบรรทุกน้ำหนัก mm  Ø 74 x 93W

AC-HDG รถยกลากพาเลท ชนิดชุบกัลวาไนซ์
Hot dipped galvanised Hand Pallet truck

Used where normal coated steel rust easily.

Heavy duty coating lasts longer!

• Hot dipped galvanized hand pallet truck with fully rubber sealed ball 
bearings for the ultimate in corrosion resistance.

• Galvanizing process gives durable corrosion protection that 
stands up to the constant abrasion of pallet entry and exit. 

• Suitable for cold rooms, industrial kitchens, hypermarkets and all 
areas where corrosive acids and saline solutions are used.

* Nylon wheels recommended only.

* This coating is normally used on lamp posts and highway quardrails, 
with 24 hr external enviroment exposure.

model รุ่น  ac2000Hdgn ac2000HdgW

Capacity น้ำหนักบรรทุก kg  2000 

Overall Forks Width ความกว้างยกงาทั้งหมด mm 540 685

Fork Length ความยาวงายก mm 1150 1220

Min. Fork Height ความสูงขั้นต่ำงายก mm 85 

Max. Fork Height ความสูงสูงสุดงายก mm 200 

Steering Wheel ล้อบังคับเลี้ยว mm Ø 180 x 50W 

Load Wheel ล้อบรรทุกน้ำหนัก mm Ø 80 x 93W

Closed forks
for 316 option

Conforms to EN 1757-2

Polyurethane wheels as standard, nylon wheels available unless otherwise specified.
Single load wheels as standard, except in Thailand, and 3 ton units in Indonesia.
Specifications subject to change at our discretion. www.banngai.com

AC-SS รถยกลากพาเลท ชนิดสแตนเลส
stainless steel Hand Pallet truck

Ideal for damp or harsh environments.

Resists the cold, corrosive 
chemicals and constant 
dampness !


